
Uses of SWIFT SEAL ULTRA: 
 

As a stand alone sealant: 
Swift Seal Ultra is perfect as a stand alone sealant for 
any surface. It is long lasting, highly breathable, highly 
water borne stain repellant, oil resistant, alkaline 
cleaner resistant and easy to apply and keep clean. It 
is best suited for pale stones and surfaces where  as 
little surface change is required, but protection is still 
necessary.  
 

As a Pre-Treatment for Stonetect or 
Worktop Seal Products: 
Swift Seal Ultra is a huge advance in the protection of 
pale porous stones that need the extra protection that 
Stonetect provides. When used as a pre-treatment, 
Swift Seal Ultra dramatically reduces the darkening 
effect of Stonetect and reduces the number of  
treatments required.  
 

Water-proofing exterior surfaces:  
Swift Seal Ultra can be used to dry out exterior walls, 
and protect exterior surfaces from mold, algae and 
other water related damage such as ice fracturing. 

For further advice please contact us on: 
01229 588449 

or 
info@conservationchemicals.co.uk 

CCC Ltd 
Unit 1E, Cross Lane Industrial Estate 
Ulverston, Cumbria LA12 9DQ, UK 

SWIFT SEAL ULTRA - non darkening,  
breathable, impregnating seal for all stone, stone 
like materials and wood. Suitable for indoor and 
outdoor use. 
For protection against acids use Triple-C  
Stonetect as a final coat. Can be used as a  
pre-treatment before grouting and will reduce the 
‘enhancing’ darkening effect of all Stonetect  
sealants if used as a pre-treatment. 
 

SWIFT SEAL ULTRA is a revolutionary 
‘impregnating’ treatment. Using the latest  
technology it far outperforms silicone  
impregnators. It provides a beautifully natural 
appearance, with A VIRTUALLY INVISIBLE 
coating. It is water repellant, alkali, stain and oil 
resistant. It is very easy to apply, quick drying 
and easy to maintain.  
 
Invisible Protection for all surfaces: 
Swift Seal Ultra provides incredible protection 
without significantly darkening pale stones or 
surfaces. It will not change the surface  
appearance or texture of most surfaces.  
 
Deep Down:  
The Swift Seal Ultra treatment soaks into the  
surface of the stone, and binds strongly with it,  
making it wear well both inside and out. 
 
Easy Living: 
A Swift Seal Ultra surface is easy to live with. It is 
easy to clean, resists normal cleaning and is  
simple to re-apply. Swift Seal Ultra has very low 
smell because it uses a very low VOC solvent. 
 
The Professional Choice: 
Swift Seal Ultra is specifically designed to be easy 
to apply for both the professional, and DIY user; 
its careful formulation means that no special 
skills are needed.  
 
 



Product appearance and availability: 
Swift Seal Ultra is a clear, virtually odourless, thin liquid.  
Available in 250ml, 1L & 5L containers. 
 

Application: 
Swift Seal Ultra is applied in one or two coats, to porous  
Surfaces, sometimes with wiping up of excess with cloths.  
See full instruction sheet for details. It can be applied with 
a Sponge Applicator or spray. 
 

Coverage: 
Approximately 4-12m2 per litre, depending on the  
porosity of the surface and how it is applied.  
 

Previously untreated surfaces: 
The surface must be dust free and dry if possible. Swift 
Seal Ultra can be applied on a slightly damp surface, but 
will be ineffective if the surface has running standing  
water on it.  
 

Pre-treated surfaces: 
If the surface is painted, stained, waxed, oiled or treated 
with any other product then this must be removed before 
treating with Swift seal Ultra.  
 

Filling holes and gaps:  
Fill holes, cracks or other defects with a non-wax, resin-
based filler as usual.  
 

Treating tiles/slabs before grouting: 
It is advisable, however, to treat most porous stones or 
tiles with at least one treatment before grouting.  Very  
porous surfaces may need two treatments before grouting 
to stop the grout staining the surface of the tile.  
 

Naturally oily wood, e.g. Teak or Iroko:  
Oily or kiln-dried timber must be wiped over with   
solvent to remove surface oils.  
 

Using outside on slightly damp surfaces: 
Swift Seal Ultra can be applied to slightly damp surfaces 
because it is highly breathable, so will allow water vapour 
to escape the surface. It will not work if the surface is too 
wet when applied.   
It will inhibit algae growth and ice damage.  
 

Pre-Staining or bleaching:  
If wood is to be stained before sealing, use only spirit-
based wood dyes. Do not use oil or resin-based stains.  
If wood has been bleached, the bleach must be fully  
neutralized (with dilute white vinegar), rinsed  
thoroughly and vacuumed. Leave to dry for at least 4 
hours before sealing.  
 

Finishing with Stonetect or Worktop Seal: 
To give extra protection against wear, food, cleaning 
agents, cosmetic chemicals and many other commonly 
found household substances it is advisable to finish the 
protection with a final coat of  Stonetect for floors, or 
Worktop Seal - which is particularly useful for worktops, 
tables, sink surrounds and panels around baths.   
 

Safety equipment:              
Rubber gloves, face mask that filters liquid droplets, eye 
protection; e.g. goggles. Wear overalls or work clothes. 
 

Job equipment: 
• Triple-C Sponge Applicator (highly recommended), or       
soft brush, small sponge or spray; for applying. 

• Paint tray or polythene bowl wide enough to take  
applicator/brush etc (25 cm width).  

 

Toy & Food safety:  
Swift Seal Ultra is totally safe to use on toys and is also 
food safe, once it has fully cured. Please allow 5 days  
before using the sealed item to ensure a complete cure. 
 

Health & Safety:  
Swift Seal Ultra is safe and easy to use, as long as you 
follow the instructions on the next page and take the 
following precautions: 
 

Non-spray applications:  
Wear gloves and goggles. Keep the room you are  
working in well ventilated; open windows and doors.  
 

Spray applications: Swift Seal Ultra can be sprayed 
with any spray equipment, either a small hand spray or 
air pressure garden spray type units work well.  
Operatives should wear a face mask to filter out drop-
lets from the air, goggles and overalls. 

 

 

untreated 
treated 

Usually hard to seal end grain wood, invisible finish. 

Protect exterior porous substrates such as brick and stone walls. 

Swift Seal Ultra works on dense stones too. 



seal this new strip. 
The stone will go darker initially, but this will  
lighten up as the solvent dries, leaving a virtually invisi-
ble finish. 
 

Continue until the whole surface has been treated.  
 

Allow to dry (this will take between 30 minutes and 2 
hours, depending on the temperature) before  
applying the second coat. The surface can be walked on 
as soon as it is touch dry. 
 

Second Coat: 
The second treatment can be applied any time, but try 
to leave at least 2 hours. Make sure the first coat is dry 
before you apply the second.  
Wipe up any overlaps or beads until the surface is  
completely uniform. If after about 15 minutes the Swift 
Seal Ultra has not soaked in, then buff over the whole 
surface with clean cotton cloths to remove excess seal 
from the surface.  
 

Spray Application: 
Swift Seal Ultra Can be easily 
sprayed, simply fill a clean spray 
bottle with the seal and spray. 
Use mask , goggles and overalls. 
This is best done on rough porous 
surfaces. 
 

Apply an even treatment, leave to 
dry and repeat.  
 

Clean out your bottle before use 
with any other liquid. Use hot  
water with detergent, and rinse. 
 

First use: 
You can use your  surface as soon as the Swift Seal Ultra 
has dried, but we recommend leaving at least 24 hours 
before normal use. Wipe up spillages immediately. 
 

Troubleshooting: 
 

Blemishes, uneven finish or unwelcome finish: 
If you are not happy with the finish of your timber, then 
follow steps above to re-apply a light coat. This will 
eliminate most problems.  
Scratches: Deep scratches through the finish can be 
lightly painted with Swift Seal Ultra. Buff off excess 
sealant with a cotton cloth. 
To remove a scratch completely you need to sand it back 
to bare smooth wood. Once you have the required fin-
ish, seal with Swift Seal Ultra first, followed by a final 
coat of Swift Seal Ultra, taking care to buff in edges 
carefully.  
 

Maintenance: 
• Wipe up spillages immediately. 
• Regularly wipe over with a damp cloth with a little, 
weak concentration of detergent.  

• Wipe up grease or oil with absorbent cloth/paper 
etc, or wipe over with cloth moistened with white 
spirit to clean area fully. 

• After significant use, re-application of sealant will 
clean and revive the protection. Clean the area first, 
then apply the sealant very lightly on a soft cloth or 
with an almost dry applicator. 

  
This information is provided in good faith on the basis of field and laboratory testing.  The manufacturers will use their best endeavours to provide  

accurate and reliable advice on the use of their products, but it is the express responsibility of the intending user to satisfy him / herself as to the suitability 
for use in any particular situation, as conditions of use are outside the manufacturer’s control. Materials found to be faulty in manufacture will be replaced, 

but no other liability, either express or implied, can be accepted. 

Application Instructions: 
 

Swift Seal Ultra onto Wood 
 

Make sure there is good ventilation and that you are us-
ing all the safety equipment. 
 

1. Apply a generous coat to the timber surface, working 
along the lengths of boards / grain, only do about 3 - 4 
board widths at a time.  

2. Return to the starting point and use the applicator 
(etc), without reloading it, to work any unabsorbed 
sealant over the area, and particularly onto areas that 
have dried.  
After 3 minutes, any visibly unabsorbed sealant should 
be evened out over the whole area you have just worked 
on, leaving as even a finish as possible. Any large pools 
of sealant should be moved to the next area and used to 
seal this new strip. 
The wood will go dark initially, this will lighten up as the 
solvent dries, leaving an invisible finish. 
 

Continue until the whole surface has been treated.  
 

Allow to dry (this will take between 30 minutes and 2 
hours, depending on the temperature) before applying 
the second coat. The surface can be walked on as soon as 
it is touch dry. 
 

Second Coat: 
The second treatment can be applied any time, but try to 
leave at least 2 hours. Make sure the first coat is dry be-
fore you apply the second.  
Wipe up any overlaps or beads until the surface is com-
pletely uniform. If after about 15 minutes the Swift seal 
Ultra has not soaked in, then buff over the whole surface 
with clean cotton cloths to remove excess seal from the 
surface.  
 

Swift Seal Ultra onto Stone:  
 

Ensure the stone surface is clean, dust free and has no 
grease or oil, if necessary clean with solvent to remove 
such staining. 
 

Make sure there is good ventilation and that you are us-
ing all the safety equipment. 
 

On a floor you can use the sponge applicator attached to 
a long handle so you can stand up to do the work.  
 

1. Apply a generous coat to the stone surface.  
Working in 2—3 m2 areas at a time, within easy reach. 
2. Return to the starting point and use the applicator 
(etc), without reloading it, to work any unabsorbed 
sealant over the area, and particularly onto areas that 
have dried.  
After 3 minutes, any visibly unabsorbed sealant should 
be evened out over the whole area you have just worked 
on, leaving as even a finish as possible. Any large pools 
of sealant should be moved to the next area and used to 
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