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WET SEAL 
Flexible Tanking Membrane 

 Brush Applied 
 Waterproof 
 Suitable for use on all types of backgrounds 
 Suitable for use with Ceramic, Porcelain &   

Natural Stone Tiles & Mosaics 
 Walls & Floors 

A white brush applied tanking membrane specifically designed for use beneath ceramic, porcelain and natural stone tiles 
and mosaics on internal walls and floors in installations subject to intermittent and frequent wetting such as domestic 
and commercial showers, wet rooms and saunas. It is sold in kit form, consisting of 5kg of liquid membrane, 500ml of 
Norcros Prime Bond Primer and 10m of 100mm wide waterproof polyester tape. Additional 5m lengths of 100mm wide 
tape and 1m x 1m pieces of waterproof polyester matting are available if required. 
The tape and matting are designed to reinforce the membrane in areas where additional stresses may be encountered 
such as junctions between walls and floors, changes in plane, internal and external corners, around floor drains and chan-
nels and on suspended and timber floors as well as in heavily trafficked areas. 

Set Time @ 20°C Bed Thickness Coverage 

Approx. 24 hours at 20oC Approx. 1 mm 1 kit is sufficient to cover 5—8m2 at 1mm thickness 
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General Surface Preparation                                                                                                                                                                                                                                                             
All  surfaces should be dry, clean and strong enough to support the tiles to be fixed. All traces of dirt, dust laitance and other contaminants 
must be mechanically removed. Substrates should be true and flat to allow tiles to be fixed without visible lipping of tile edges. On floors, 
variations in surface level of the substrate which exceed 3mm under a 2 metre straight edge, should be levelled using either Norcros               
Universal Floor Leveller or Norcros Pro 50 Levelling Compound. Narrow gaps or cracks in the substrate may be bridged using either          
waterproof polyester tape or matting. 

SUBSTRATE PREPARATION 

CONCRETE/ POWER FLOATED  
CONCRETE 

Must be a minimum of 6 weeks old.   
Power Floated concrete—brush apply a slurry bond coat consisting of 2 parts adhesive: 1 part Prime Bond & 
allow to dry 

CEMENT: SAND SCREED Must be minimum 21 days old.  

CEMENT: SAND RENDER Must be at least 14 days old. Blockwork must be at least 6 weeks old before render coat is applied. 

ANHYDRITE/HEMIHYDRITE 
SCREED(GYPSUM) SCREEDS) 

Dry in accordance with manufacturers recommendations. Mechanically remove all traces of laitance.  

HEATED FLOORS After tiling the heating should not be switched on for 14 days after which the temperature should be raised  at a 
rate of 5oC per day to operating temperature. Undertile  heating cables and mats should be encapsulated  in a 
bed of either Norcros Pro 50 or Norcros Universal Floor Leveller 

GYPSUM PLASTER/
PLASTERBOARD** 

Plaster skim + backing coat must be a minimum 4 weeks old. Plaster skim only at least 7 days old.                                                                                                                                   
Maximum weight limits are:   Plaster = 20kg/m2: Plasterboard = 32kg/m2 

EXISTING GLAZED TILES Must be well fixed and able to support the additional weight of tiling, Thoroughly clean and degrease & allow to 
dry before brush applying a slurry bonding coat consisting of 2 parts   adhesive: 1 part Prime Bond. Allow to dry. 

PLYWOOD OVERLAY ON EXISTING 
TIMBER FLOORS (WBP/MARINE 
GRADE)** 

Plywood must be minimum 15-18mm thick and be screwed to existing boards and joists with staggered joints at 
300mm centres and 150mm centres along board edges. Seal back & edges with undiluted Prime Bond & allow to 
dry. All timber construction must be adequately ventilated behind to prevent warpage of boards.  

Application                                                                                                                                                                                                                                          
Walls: Dilute the primer 1: 2 with water and brush apply onto the area to be tanked. Allow to dry. With a suitable brush, apply the Wet Seal Liquid to 
internal and external corners, junctions between walls and floors, junctions between boards and/or different substrates, areas where pipes          
penetrate and any small cracks or gaps in the background. Fix  waterproof polyester tape into the wet membrane, ensuring that there are no gaps 
between the lengths of tape, and paint a second coat of Wet Seal Liquid over the remaining area of the walls, to a height of no less than 1 metre. In 
frequently used showers or wet rooms the full area of the walls may require tanking. 
Floors: Dilute the primer 1: 2 with water and brush apply on to the area to be tanked. Allow to dry. With a suitable brush, apply Wet Seal Liquid over 
the whole floor area. On timber floors and in areas which may be subject to heavy use, waterproof polyester matting should be laid into the wet 
membrane, taking care to overlap the matting by approximately 20mm. A second layer of Wet Seal Liquid should be applied over the matting. 
 
Norcros Wet Seal should be applied at temperatures above 5oC and tiling may be undertaken as soon as the membrane has dried. Drying times will 
be extended in cold or humid conditions. Do not use below 5oC. 

Storage                                                                                                                                                                                                   
Store in dry internal conditions away from direct sunlight between 5-25oC. The product has a 12 month shelf life 
from date of manufacture. 
Technical Advice                                                                                                                                                                                      
For advice on tile installation products call Norcros Technical Helpline on 01782 524 140 
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